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 Jack&Magnetic Lifter

JQ Type Mechanical Steel Jack

Model JQ-1.5 JQ-3 JQ-5 JQ-10 JQ-16 JQ-20 JQ-25

Capacity（kg）                     1.5 3 5 10 16 20 25
Test Load  (N) 15.4 36.8 61.3 122.5 196 245 306.3
Lifting Height （mm) 300 350 350 410 320 320 320
Rated forward hand power （ N) 150 280 280 560 560 640 640

Min.linfi ng height   (mm）
F 60 70 80 85 95 100 110
H 600 730 730 800 800 860 970

Dimension(mm)

A 163 197 189 250 275 275 350
B 190 200 239 293 320 335 340
C 273 296 335 498 514 529 538
D 100 130 140 140 150 150 170
E 55 60 71 86 78 78 80
G 110 140 170 170 180 180 200
K 113 127 127 248 250 250 250
R 225 250 275 300 300 380 380

Net Weight     (kg) 13.5 21.2 28.5 46.8 65 75 91

-Double pawl brake system - quick braking,safe and reliable.
-Low gearing tolerance - smooth transmissions,free ofjerks.
-High efficiency and minimum turning force Less than 25 kgs is required to 
lift full load of all rated capacity
-Sturdy structure,  l ight  weight  and quick l i f tpefo rmance,  high qual i ty 
material CRS plate, carburized alloy steel gears.
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